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EXECUTIVE SUMMARY

Stormwater Treatment Area 1 West (STA-1W) is a constructed wetland that is part of the
Everglades Construction Project mandated by the “Everglades Forever Act’ [Section
373.4592, Florida Statutes] of the State of Florida. It was built as an expansion of the
Everglades Nutrient Removal Project (ENRY), a constructed wetland designed and operated
for the demonstration of phosphorus (P) reduction from agricultural runoff/drainage. The
ENR was operated for five years (1994 to 1999) and STA-1W started operation on July 1,
1099. STA-1W covers 2,772 hectares (6,849 acres) and is located in south Florida (26°
38 N, 80° 25 W) at the eastem edge of the Everglades Agricutural Area. The Everglades
Agricultural Area is a 240,000 ha (593,000 ac) highly productive irrigation drainage basin
with a major production of sugarcane. Ecological changes in the Everglades have been
partially attributed to an increase in phosphorus (P) concentrations in the inflow waters.
Local, state and federal initiatives have been taken to reduce P load from agricultural
runoff/drainage. Agricultural runoff/drainage from the agricultural area flows to the south
and southeast through four primary canals (Miami, North New River, Hillsboro, West Palm
Beach).

A minimum of 25 percent of the P load in agricultural drainage/runoff is required to be
removed at the farm level through the application of various agricultural Best Management
Practices (BMPs). Further removal of P is to be achieved through constructed wetland
treatment systems known as Stormwater Treatment Areas (STAs) to an initial outflow total
P concentration of 0.05 milligrams per liter (mg L"). STA-1W is one of the large-scale
constructed wetlands that followed the successful operation of the ENR Project.

This report presents the second water budget for STA-TW (July 1, 2000 to June 30, 2001 ).

Water budget analysis for five years of the ENR Project (August 19, 1994 to August 19,
19896; August 20, 1996 to August 19, 1997; August 20, 1997 to August 19, 1998; August
20, 1998 to June 30, 1999) and one year of STA-1W was reported in South Florida Water
Management District Technical Memorandums (Guardo et al., 1996; Abtew and Mullen,
1997; Abtew and Downey, 1998; Abtew et al., 2000).

The total inflow into STA-1W through the inflow spiliway for the study period {July 1, 2000
to June 30, 2001) was 8,890 hectare-meters (ha-m) or 72,069 acre-feet (ac-ft) and the total
outflow through the outflow pumps was 9,596 ha-m (77,793 ac-it). Estimated seepage
inflow from the L-7 leves through the roadside culverts was 278 ha-m (2,254ac-ft). The
seepage recirculation pump had a total flow of 2,273 ha-m (18,427 ac-ft). Total areal
average raintfall for the study period was 104.2 centimeters {cm) or 41 inches (in) and the
total areal average evapotranspiration was 139.9 cm (55.1 in). A comparison with the
previous periods’ (July 1, 1999 to June 30, 2000) water budget shows that surface water
inflow for this period was 62 percent of last period, indicating the effect of a continuing
drought. -



The mean hydraulic loading rate for the study pericd based on average flow was 0.88
centimeters per day (cm d), or 0.35 inches per day (in d”). The mean hydraulic retention
time was computed as the ratio of the mean-estimated volume of the STA-1W and the
average flow rate. The mean-estimated volume was computed from the area-weighted (by
cell) mean depth of 49.6 cm (19.5 in) and total area of 2,772 ha (6,849 ac). The estimated
mean hydraulic retention time was 54 days.
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INTRODUCTION

Background

Stormwater Treatment Area 1 West (STA-1W) is a constructed wetland that is part of the Everglades
Construction Project mandated by the “Everglades Forever Act” [Section 373.4592, Florida Statutes]
of the State of Florida. It was built as an expansion of the Everglades Nutrient Removal Project
(ENR), a constructed wetland designed and operated for the demonstration of phosphorus (P)
reduction from agricultural runoff/drainage. The ENR was operated for five years (1994 to 1999)
and STA-1W started operation on July 1, 1999. STA-1W covers 2,772 hectares (6,849 acres) and
is located in South Florida (26° 38 N, 80° 25 W) at the eastern edge of the Everglades Agricultural
Area (Figure 1). The Everglades Agricultural Area is a 240,000 ha (593,000 ac) highly productive
irrigation drainage basin with a major production of sugarcane. Ecological changes in the
Everglades have been partially attributed to an increase in phosphorus (P) concentrations in the
inflow waters. Local, state and federal initiatives have been tuken to reduce P load from agricuitural
runoff/drainage. Agricultural runoff/drainage from the agricultural area flows to the south and
southeast through four primary canals, shown in Figure 1 (Miami, North New River, Hillsboro, West
Palm Beach).

A minimum of 25 percent of the P load in agricuitural drainage/runoff is required to be removed at
the farm level through the application of various agricultural Best Management Practices (BMPs)
{Whalen and Whalen, 1994). Further removal of P is to be achieved through constructed wetland
treatment systems, known as Stormwater Treatment Areas (STAs) to an initial outflow total P
concentration of 0.05 milligrams per liter (mg L"), STA-1W is one of the large-scale constructed
wetlands that followed the successful operation of the ENR.

Site Description

A survey of the ENR Project indicated that the area is primarily covered by Okeechobee muck soils
where one to two meter of peat overlies several meters of carbonate rock (Jammal and Associates,
Inc., 1991). The topography of STA-1W is relatively flat, with an average ground elevation of 2.99
m (9.79 ft) NGVD. To the east, the L-7 levee separates STA-1W from the Arthur R. Marshall
Loxahatchee National Wildlife Refuge (Water Conservation Area 1, WCA-1). The seepage canal runs
along the northern perimeter and the discharge canal on the west separates STA-1W from
agricultural land. The narrow southern ENR levee separates STA-1W from the discharge area into
WCA-1. STA-1W consists five cells (Cells 1,2, 3,4 and 5). Cell 1 and Cell 3 and Cell 2 and Cell
4 are two parallel treatment trains of pairs of cells from the previous ENR, As shown in Figure 2,
the largest cell, Cell 5, has been added to the north, The total area of STA-1W is 2,772 ha (6,849
acres). Table 1 depicts the area and average ground elevation for each cell.
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Figure 1. Location of Stormwater Treatment Area 1 West.

Table 1. Site characteristics of Storm Water Treatment Area 1 West.

Cell Arca Average Ground Elev.
ha (ac) m (ft) NGVD

Celll 580 (1433) 3.13 (10.25)

Cell 2 414 (1023) 2.94 (9.65)

Cell 3 404 (998) 3.10 (10.18)

Cell 4 146 (361) 3.00 (9.83)

Cell 5 1228 (3034) 2.90 (9,50)

Total 2772 (6849)

Average 2.99 (9.79)
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Vegetation Cover

STA-1W vegetation cover generally varies from cell to cell with cattails (Typha sp.) or submerged
aquatic vegetation (SAY) and periphyton being dominant (Everglades Consolidated Report, 2002,
draft). Cell 1 is mostly covered with emergent vegetation dominated by cattail (Typha sp.), but also
contains significant submerged aquatic vegetation and periphyton. Also, leather fern (Acrostichum
sp.) and Calorina willow (Salix caroliniana) are present in Cell 1. Cell 2 is mostly covered with
emergent vegetation dominated by cattail, but also contains significant submerged aquatic vegetation
and periphyton. Cell 3 is mostly covered with emergent vegetation dominated by cattail, but also
contains a mixture of native wetland plants that were planted during the construction of the ENR
Project. Cell 4 is covered with submerged aquatic vegetation as designed and emergent species are
controlled. Cell 5A (eastern) is covered with emergent vegetation containing cattail and Cell 58
{westemn) is covered with submerged aquatic vegetation and periphyton.

STA-1W SYSTEM HYDRAULICS AND OPERATION

System Hydraulics
STA-LW Inflow and Distribution

Wesl Palm Beach (C-51) canal water that would have been otherwise pumped into the Loxahatchee
Wildlife Refuge (WCA-1) via the S5A pump station and flow through the Refuge is diverted to
STA-1W. A small portion of the area of WCA-1 near S5A pump station is leveed and forms the
STA-1W Inflow and Distribution (STA-1 I & D) that serves as a storage area to divert water into
STA-1W; and into STA-1E when it is built. There are two old and four new water control structures
inthe STA-1 1 & D. The S5A pump station delivers water from C-51 (West Palm Beach canal); the
S5AS spillway controls WCA-1 inflow and outflow at the junction of L-8 and C-51. The junction
has culvert structures SSAW and SSAE. The four new spillway structures are G300, G301, G302
and G311.

G300 is a two-bay, reinforced concrete U-shaped spillway, with vertical lift gates installed on the
crest of ogee-shaped weirs. The purpose of this structure is to bypass flows from the STA-1 [ & D
ares into the L-40 borrow canal that runs along the eastern edges of WCA-1. G301 is a three-bay,
reinforced concrete U-shaped spillway, with vertical lift gates on weirs. The purpose of this structure
is to bypass flow from the STA-1 1 & D area into WCA-1 along the L-7 borrow canal on the western
edge of WCA-1. G302 is a fixed-crest concrete ogee spillway equipped with two vertical lift gates
each 6 meters (20 ft) wide. The purpose of this structure is to supply inflow to the five cells of STA-
IW from the STA-11& D area. It has a capacity of 92 m” s (3,250 cfs). G311 is a three-bay,
reinforced concrete spillway, with lift gates on weirs. The purpose of this structure is to supply water
for the future STA-1E from the STA-11& D area. Information for STA-1W structures is provided
in Table 2. Structure locations are shown in Figure 2.



STA-1W Inflow, Internal, and Discharge Structures

The Supply Canal to STA-1W is about 2.72 km (1.7 miles) long, extending between the inflow
structure G302 and the structure controlling flow into Cells 1,2, 3 and 4 (G303). The canal has side
slopes of 2.5:1, with a bottom width of 18.3 m (60 ft) at elevation -1.52 m (-5 ft), NGVD. Expected
velocities in the inflow canal vary between 0.232 m s (0,76 ft s) and 0.418 m s (1.37 ft s™')
(Hutcheon Engineers, 1996). G303 is a two-bay ogee spillway equipped with two lift gates each 4.9
m (16 ft) wide and with a discharge capacity of 50.4 m* & (1780 cfs). G303 is a two-bay ogee
spillway equipped with twa lift gates each 4.9 m (16 ft) wide and with a discharge capacity of 50.4
m?3 s (1780 cfs).

Perimeter and inter-cell levees facilitate mobility within the wetland. The levees have culverts
underneath for inflows, outflows and inter-cell water delivery. Under each levee, the culverts are
spread along the levee to facilitate distribution of flow over the downstream cell arca. The evenness
of flow distribution depends on the ground surface elevations and vegetation cover of the receiving
cell.

Upstream of Cell 1 and Cell 2, there was a Buffer Cell, which received flow from G250S (secpage
return pumps) and the inflow spillway G303, There was a levee with 10 culverts (G252A-J) between
the Buffer Cell and Cell 1, The transition to STA-1W involved degrading about 70 percent of the
levee and removing all but three of the culverts (G252H, L, J). The number of culverts between the
Buffer Cell and Cell 2, which was five (G255A-E) was increased to seven (G255A-G) in the
transition from ENR to STA-1W making direct connection between Cell 1 and Cell 2. Similarly,
there were five (3254 culverts between Cell 2 and Cell 4 under the ENR Project, but they were
increased to nine as part of STA-1W (G254 A, Al, B, B1, C,C1, D, D1, and E). The levee between
Cell 1 and Cell 3 has 10 culverts G253 (A-J), which did not change in the transition from ENR to
STA-1W. Between Cell 4 and Cell 3, there are five culverts {(G256A-E), which were not affected
by the change from ENR to STA-1W.

Inflow to Cell 5 is through ten 29.3 m (96 ft) long corrugated metal pipe culverts (G304A-J ). The
combined capacity of the inflow culverts (G304A-J) is 41.6 m 3 ¢! (1470 cfs). The Florida Power
and Light (FPL) levee runs across Cell 5, dividing the cell into two parts, Twenty-two culverts
(G303A-V) were constructed to deliver water from the eastern part to the western part of the cell.
Each of the (3305 culverts is 213 cm (84 inches) in diameter and 27.4 m (90 ft) long, with an invert
elevation of 1.07 m (3.5 ft) NGVD. Seepage and recirculated water from Cell 5 is pumped through
(2508 to Cell 1 through the old ENR Buffer Cell, which is now part of Cell 1. G2508 has three
main pumps, with a combined capacity of 3.66 m * 57 (200 cfs) and three supplemental pumps from
the old ENR inflow pump station G250, with a combined capacity of 8.49 m * 571 (300 cfs).

At the west end of Cell 3, are two outflow structures releasing to the discharge canal, G308 and
G259. Similarly, G258 and G309 are the two outflow structures releasing to the discharge canal
from Cell 4, Jocated at the west end. Construction took place in 2000 that could affect the
hydrodynamics inside STA-1W. The construction works included widening of canals D-1, C-6 and
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C-7. G254 apron cuts were also done in November 2000. Hydraulic information for internal
structures is shown in Table 3.

Outflow from Cell 5 to the discharge canal is through 10 corrugated metal pipes of i83 cm (72 in)
diameter and 39.6 m (130 ft) long, with a combined discharge capacity of 41.6 m?® s (1470 cfs).

G327A is a gated culvert 213 cm (84 in) in diameter, 39.6 m (130 ft) long wu.h 2.83 m° s (100 cfs)
~discharge capacity. G327C is a culvert 39.3 m (129 ft) long with 2.83 m?s ! (100 cfs) discharge
capacity. STA-1W outflow structures are the 0251 and G310 pump stations. G251 has six identical
pumps, with a combined capacity of 12.74 m? s (450 cfs). G310 is equipped with six pumps of
three different capacitics, with a total capacity of 36 m? s (3,040 cfs). G310 has two electric pumps,
with a combined discharge capacity of 5.66 m” s (200 cfs), two diesel pumps, with a combined
discharge capacity of 26.6 m* 5™ (940 cfs) and two diesel pumps with a combined discharge capacity
of 53.8 m” s (1,900 cfs).
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Discharge from Cell 1 into Cell 3 flows through ten 183 cm (72 inches) diameter and 17.7 m (58 ft)
long culverts (G253A-J). Discharge from Cell 2 into Cell 4 flows through nine 183 cm (72 inches)
diameter and 16.5 m (54 ft) long culverts (G252A, AL, B, B1, C, C1,D, D1 and E). Discharge from
Cell 3 is to the discharge canal through G308 and G259 and to WCA-1 through the G251 pump
station. (G308 is a gated weir, with a discharge capacity of 15.85 m” 5! (560 cfs). G259 is a gated
culvert 183 cm (72 inches) in diameter and 23.9 m (78.5 ft) long. Discharge from Cell 4 is into the
discharge canal through G309, G258 and into Cell 3 through G256A-E. G309 is a gated weir, with
a discharge capacity of 15.85 m?® s™ (560 cfs). G258 is a gated culvert 183 cm (72 inches) in
diameter and 23.5 m (77 ft) long. G256A-E consists of five culverts 183 cm (72 inches) in diameter
and 16.6 m (54.5 ft) long,

The discharge canal extends between G327A at the northwest comer and the G310 pump station at
the southwestern comer., The discharge canal is about 9.12 km (5.7 miles) long with, bottom width
varying from 15.2 m (50 ft) at G327A to 24.4 m (80 ft) at G308, and to 30.5 m (100 ft) at G259, to
account for changes in flow magnitude and ground elevation.

Operation

S5A diverts water from the West Palm Beach canal into the STA-1 Inflow and Distribution (STA-1
I&D) area. From the STA-11& D area, water flows to STA-1W through spillway G302 or can be
bypassed to WCA-1 through G300 and G301 when the need arises. Water flows into Cell 5 via the
nflow Canal and through culverts G304 A-J, and into treatment Cells 1, 2, 3 and 4 through gated
weir structure G303. The old ENR seepage pumps (G2508) control stages in the seepage canal north
of Treatment Cell 5 and redirect flow to the old ENR (Cells 1, 2, 3 and 4).

Culverts, installed beneath G302, deliver seepage return flow to G2508 pumps. The pumps, in turn,
convey the seepage returmn flow into the Cell 1which also receives inflow from G303 as well. Thus,
flow is primarily direct (open surface flow) and partly through the remaining culverts G252 (H, 1,
1), Cell 2 receives flow from the Cell 1 through culverts G255 (A-G). From Cell 1, water flows to
Cell 3 through the G253 (A-J) culverts. Water delivery between Cell 2 and Cell 4 is through nine
culverts the G254 (A, Al, B, B1,C,C1,D, D!, and E).

Outflow from STA-1W is through pump stations G251 and G310. One objective of the operation
was to maintain stage in Cell 5 at 3.41 m (11.2 ft) NGVD, with a fluctuation of 0.06m (0.2 ft). This
objective was not realized for most of the reporting period because of a severe drought in the region.



HYDROLOGY AND HYDROLOGIC MONITORING
Rainfali

STA-1W has a six-gage rainfall monitoring network. Table 4 lists all the rainfall gaging stations,
the comesponding database keys and the respective Theissen weights. Figure 2 shows the gage
locations. Areal average rainfall on the project site was computed as a Theissen-weighted average
of the six-gage network. Minimal data gaps at a station would be estimated, while extended gaps
result in areal rainfall computation using remaining stations with a new set of Theissen weights. The
daily distribution of areal average rainfall for the study period (July 1, 2000 to June 30, 2001) is
depicted in Figure 3. Monthly summary of areal average rainfall for STA-IW is shown in Table 5.
The total areal average rainfall for STA-1W (July 1, 2000 to June 30, 2001) was 104.2 cm (41.0 in).
Rainfall for the year was below the average annual rainfall for the area, indicating a drought
condition. The six-year average areal rainfall for the previous ENR constructed wetland and the
current STA-1W, from July 1, 1994 to June 30, 2000, was 141.4 cm (55.7 inches).

Table 4. Rainfall stations in STA-1W, database retrieval keys and Theissen weights.

Stations DBEKEY Theissen Weights
ENRI101 15851 10.087
ENR106 DU515 0.441
ENR203 15874 0.222
ENR301 15877 0.126
ENR308 15888 0.049
ENR401 15862 0.075
Evapotranspiration

Daily evapotranspiration is computed from high-resolution weather data using a radiation-based
evapotranspiration estimation model that was developed based on lysimeter studies in the ENR
(Abtew, 1996a, 1996b). A complete weather station is located in Cell 3 (ENR308). The daily
distribution of evapotranspiration for STA-1W for the study period (July 1, 2000 to June 30, 2001)
is depicted in Figure 3. Monthly summary of evapotranspiration for STA-1W is shown in Table 5.
The total evapotranspiration for STA-1W (July 1, 2000 to June 30, 2001) was 139.9 cm (55.1
inches). The higher ET is a reflection of the drought condition. The five-year average areal ET for
the previous ENR and current STA-1W (July 1, 1995 to June 30, 2000) was 132 cm (52 inches).
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Flows

Database keys for STA-1W flow structures and stage gages are listed in Table 6. The total inflow
spillway discharge for the study period (July L, 2000 to June 30, 2001), was 8,890 ha-m (72,069 ac-
t) and the total outflow through the outflow pump stations was 9,596 ha-m (77,793 ac-ft). The daily
pumping rates of the inflow and cutflow pumps are shown in Figure 4. Figure 5 shows estimated
seepage from the L-7 levee flowing through the roadside culverts and the daily seepage recycling
pumping. The total seepage and recirculation pumping was 2,273ha-m (18,427ac-ft). The L-7
secpage through the roadside culverts was estimated using a regression equation developed from 42
data points. A relationship was developed between the seepage from L-7 through the roadside
culverts and the stage rise in WCA-1 above 4.57 m (15 ft) NGVD, and the difference in stages
betwesn WCA-1 and the eastem cells of the ENR (Guardo, 1996). The regression had a coefficient
of determination (R%) of 0.93 and a standard ervor of 0.30 m® s (Equation 1). The total estimated
seepage from L-7 through the roadside culverts was 278 ha-m (2,254 ac-it). Monthly flow data for
the study period are presented in Table 3.

L—Ta=0217TAWCA "™ *AR*™ ¢))

Where L-7a is seepage in m’ s, AWCA is rise in stage in WCA 1 above 4.57 m (15 ft) NGVD and
Ah is the difference in stage between WCA 1 and the eastern cells of STA-1W. The estimated total
seepage from the L-7 levee through the roadside culverts was 278 ha-m (2,254 ac-ft). Monthly flow
data for the study period are presented in Table 5.

Water Levels

Daily water levels in each cell of STA-1W depend on rainfall, evapotranspiration, seepage and daily
operational decisions, Water levels have been regulated based on water depth, operation status of
the S$5A purnp station and maintenance. The minimum, maximum and mean of the daily average
stage observations for the study period are shown in Table 7. The mean observed stage in Cell 1 was
3.62 m (11.87 fty NGVD. The mean stage in Cell 2 was 3.62 m (11.87 ft) and the mean stage in Cell
3 was 3.55 m (11.65 ft) NGVD. The mean stage in Cell 4 was 3.58 m (11.75 ft) NGVD and the
mean stage in Cell 5 was 3.35 m (10.99 ft} NGVD. Average daily stages for Cell 5 were computed
from stage readings for G304 tatlwater and G306 headwater. Average daily water level observations
in Cell { and 3 of STA-1W are shown in Figure 6. Water levels for Cell 2 and 4 are shown in Figure
7. Figure 8 shows daily water levels for Cell 5. The mean water depths for Cells 1, 2,3, 4 and 5
were 49 cm (19.3 in), 68 cm (26.8 in), 45 cm (17.7 in), 58 cm (22.8 in) and 45 c¢cm (17.7 in),
respectively.

13



14

JaemITe) 0895y 1-VIM/UCRNGIISKT pue mofju] 28e1g L10eD
1-VOM 61791 Jeme: 1570 33e)8 LTIsTO
Jempesy $S66'1 feue)) S81eUISI/S IR0 adeils  HI90£D
Jarempeay 16661 Teue)) S31eyasI/S 1190 fels  H V90£D
I3eM]TE) 61 § 1eDyeue)y Ajddng oBelg L HPOEO
[199 JO J2YUa2 LTLST ¥ 120 s3e1g T0¥ANH
Iuad 9881 €180 admg T0SdINA
1D - £1861 TR0 ey £OTANA

[[92 JO 1)uad 0581 _ 11D a8eig TOTANA
MO0 TO6TIN 1 vOMm/eue) a8reyasiq dwng 01¢D
MOPINo TITMS 1 VOM/E 19D dung 1§20
UOHBIIAIIDAI “UINAI 98edoas SLTAI 1 H=0y/eue) a8edaog dumg S0SZ0
Mo[Jut 1ZTMIL reue) Aiddng/qyt  Aempuds 0£9
Yrewyg ATgd U] vondudsa(] uonels

M I-V.LS 05 sisAeus 108pnq otem 911 Ul PIsn §40Y [BALIAT 9SEQRIBP PUR SISPI00al 93]S ‘SaInons [OQU0D MO 9 AqeL



~= =—G302 Inflow

—n (3261 +G310 Outflow

240 4

)
180 | ;
|
3
2 a0-
&
80
|
|
4 ] iil b
ETEEREY ¥ ' figEs
2 g8 §§§§ §§§§'§§§§§§§"§“
kﬁsﬁégsg_ggs.ﬁEsgs S§352§28
Dray (July 1, 2000 to June 30, 20(!13
Figure 4. Daily STA-1W inflows and outflows.
b LR
w— ] -T culvarﬁ peapage flow
4 somemsncn s g g HAQGE M DN
18"
i
3 ie ]
5 N , ‘
5 4 : R . iu
O«N J
.
Y3 g § : 5 i 5 5 5 B 5 5 & &
PR R R IRy RBEREREBERREEIN:GY

= - - - = -

Day {luly 1, 2006 to June 30, 2001

Figure 5. Daily pumping rates of the seepage/recirculation pump and seepage flow through L-7
levee roadside seepage collection culverts in STA-1W,

15



Daity averags wakar syriace elevsbon (m HGVD}

Table 7. Observed water surface elevations and depths in STA-1W (July 1, 2000 to June 30, 2001).
‘Water Surface Elevation Depth
Celi Min. Max. Mean Mean
m {fty NGVD m {ft) NGVD m (ft) NGVD em (in)
Cell1 3.26 (10.70) 4.05 (13.29) 3.62 (11.88) 49 (19.3)
Cell2  3.23 (10.60) 4.06 (13.32) 3.62 (11.88) 68 (26.8)
Cell3 3.26(10.70) 3.98 (13.06) 3.55(11.65) 45 (17.7)
Cell4 3.17 (10.40) 4.02 (13.19) 3.58 (11.7%9) 58 (22.8)
Cell 5 3.02(9.91) 371 (1217) 3.35 (10.99) 45Q7. 7
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Figure 6. Duily mean water lcvels in Cells 1 and 3 of STA-1W.
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WATER BUDGET COMPUTATIONS
STA-1W Water Balance Madel

A schematic hydrologic model for STA-1W is depicted in Figure 9. The inflow supplied through
the G302 spillway accounts for about 65.9 percent of the known inflow to the system. The known
inflows 1o the system are G302 spillway inflows, rainfall, and seepage through the roadside L-7 levee
culverts (1-7a). Rainfall accounts for 21.9 percent and seepage through the roadside culverts (L-7a)
accounts for 2.1 percent. Outflow pumping (G251 and G310) accounts for 71.2 percent of the
outflows, with evapotranspiration constituting 28.8 percent of the total outflows. The unknowns in
the system are ungaged subsurface inflows, outflows and errors that account for 10.6 percent of the
total inflows. The schematic model (Figure 9) und the following set of water balance equations
represent the hydrologic system of STA-1W for water budget analysis purposes.

INFLOW - OQUTFLOW = AS + g 3]

where INFLOW is the amount of water that enters the system from extemal sources, and OUTFLOW
is water that leaves the system boundary and is not recirculated. AS is the change in storage in the
system during the time interval of interest. Sum of all errors is represented by er. Because all inflow
and outflow can not be entirely quantified, the following equation is introduced to represent the
remainders, errors and unknowns:

REMAINDERS = g, + UNKNOWNS 3)

Figure 9 shows the possible inflows and outflows to and from the STA-1W system. The seepage
canal, which encompasses the northern side of STA-1W, is designed to capture scepage from STA-
LW to the neighboring area and to recirculate discharge from the discharge canal when needed.
Seepage through the old ENR supply canal is represented as SEEP], and seepage in and out of the
seepage canal to the north is represented as SEEP2. SEEP3 represents the two seepage possibilities
into or out of the discharge cana) to the west, regardless of the magnitude. SEEP4 represents the
possible seepage loss through the southern levee into the old Knight's Farm or into WCA-1. The
unmeasured seepage inflow from WCA-1 into STA-1W from the east is represented by L-7b.

In computing the water balance for STA-1W, it is essential to identify quantifiable vari ables from
unquantifiable variables, making reasonable assumptions to reduce the quantity of unknowns as
much as possible. Since the purpose of the seepage canal is to recirculate secpage and recycled
water, it is assumed that the seepage return pump flows are recirculation in the system. This
assumption does not rule out the possibility of external seepage inflow being part of recirculation
flow. Change in storage is represented as follows:

AS = G3024 R+ L7a + L76— G251 - G310 - ET — SEEP1 — SEEP2 — SEEP3 - SEEPA + g (4)

18
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where AS is change in storage in the system; G302 is inflow; R is rainfall; L-7a is seepage flow from
WCA-1 through the roadside culverts; L-7b is unknown subsurface seepage flow from WCA-! into
STA-1W; ET is evapotranspiration losses; SEEP1 is seepage inflow from the old ENR supply canal;
SEEP2 is scepage to the north from or into the seepage canal; SEEP3 represents the two seepage
possibilities into or out of the discharge canal to the west. SEEP4 represents the possible seepage
loss or gain through the southern levee of STA-1W. G310 and G251 represent outflow pumping;
€7 represents total errors in inflow and outflow terms.

Daily change in storage for STA-1W was computed as the sum of storage changes in each of the five
cells (Cell 1, Cell 2, Cell 3, Cell 4 and Cell 5). Change in storage volume in each cell was computed
from the area of the cell and change in stage. The remainders in the computation of daily water
balances are the sumn of all errors and unknowns in the system. Daily remainders were computed for
the one-year study period based on the following equation:

'REMAINDERS=AS-INFLOWS+OUTFLOWS (5)

Discussion

The total inflow through the inflow spillway was 8,890 ha-m (72,069 ac-ft) and total outflow through
the outflow pumps was 9,596 ha-m (77,793 ac-ft). Seepage inflow from the L-7 levee through the
roadside culverts was a total of 278 ha-m (2,254 ac-ft). The seepage and recirculation pump had a
total flow of 2,273 ha-m (18,427 ac-ft). Total average areal rainfall for the study period was 104.2
cm (41 inches) and the total average areal evapotranspiration was 139.9 cm (55.1 inches). Rainfall
was drier than normal and ET was higher than the five-year average due (o the drought.

For the study period, the mean daily remainders (errors and unknowns) was 3.91 ha-m per day, or
31.69 ac-ft per day, with the total remainder being 1,427 ha-m (11,568 ac-ft). The standard deviation
of the remainders is 45 ha-m d”' (365 ac-ft d"), which signifies high variation. Figure 10 depicts the
daily remainder distribution, The remainder is 10.6 percent of the total inflows. The high percentage
is partially due to the relatively low inflows during the drought. The positive remainder indicate that
there is an overall inflow to the system through unidentified directions, assuming total error is ess
than the remainders. The five-year ENR water budget indicated negative net remainders of -2,781
ha-m (8/19/94 to 8/9/96), -547 ha-m (8/26/96 to 8/19/97), -1,349 ha-m (8/20/97 to 8/19/98), and -97
ha-m (8/20/98 to 6/30/99). This indicates a net subsurface outflow while the last two years STA-IW
water budget indicates net subsurface inflow: 197 ha-m (7/01/99 to 6/30/2000) and 1,427 ha-m
(7/01/2000 to 6/30/2001). Future water budgets of STA-1W under non-drought conditions will help
determine if STA-1W differs from the ENR in terms of net subsurface flow direction, assuming no
systematic errors in flow monitoring.

Summary of the one-year water budget is shown in Table 8. Details of the water balance terms and
calculation results are shown in Appendix I. The mean hydraulic loading rate for the study 1perinod,
). The

based on average flow, was 0.88 centimeters per day (¢m d'), or 0.35 inches per day (in d
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mean hydraulic retention time was computed as the ratio of the mean-estimated water volume of the
STA-1W and the average daily flow rate. The estimated mean volume was computed from the area-
weighted (by cell) mean depth of 49.6 cm (19.5 inches) and total area of 2,772 ha (6,849 ac). The
estimated mean hydraulic retention time was 54 days.
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Figure 10. Distribution of daily remainders (errors and unknowns) from STA-1W water balance.

WATER BUDGET SUMMARY

This water budget study covers the second year of operation of STA-1W (July I, 2000 to June 30,
2001). For the period of analysis, the total inflow through the inflow spillway (G302) was 8,890 ha-
m or 72,069 ac-ft and the total outflow through the outflow pump (G251 and G310) was 9,596 ha-m
(77,793 ac-ft). Seepage inflow from the L-7 levee through the roadside culverts was a total of 278
ha-m (2,254 ac-ft). The seepage and recirculation pump had a total flow of 2,273 ha-m (18,427 ac-
ft). Total areal average rainfall for the study period was 104.2 cm (41 inches) and the total areal
average evapotranspiration was 139.9 cm (55.1 inches). The sum of the errors and unknowns was
1,427 ha-m (11,568 ac-ft), which equates to 10.6 percent of the total inflows to the system. It
indicates net seepage inflow into STA-1W.
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The mean hydraulic loading rate for the one-year period, based on average flow, was 0.88 cm d”!
(0.35 in d™). The mean hydraulic retention time was computed as the ratio of the estimated mean
volume of STA-1W and the average daily flow rate. The estimated mean volume was computed
from the area-weighted (by cell) mean depth of 49.6 cm (19.5 inches) and total area of 2,772 ha
(6,849 ac). The estimated mean hydraulic retention time was 54 days, The change in storage was
12 (ha-m) or 97 {(ac-ft).

Tn STA-1W, all hydrologic parameters, with the exception of seepage through the system, are
well monitored. Since the direction of seepage is not in one direction, the remainders (errors and
unknowns) could not be allocated to one variable. Comparison of previous reporting period and
current reporting period water budget parameters is depicted in Table 9. The current reporting
period surface inflows and outflows are 62 percent of the previous reporting period’s water
budget. The continued drought had a greater effect during the later period, which is
demonstrated by the smaller hydraulic Ioading rate and a longer detention period.
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APPENDIX ]

STA-1W Water Balance Terms With Calculated Remainders
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Date Changr in Inflow Scepage OQuiflow Sezpage Rain ET Remainders
Storage Spillway Pump Pump L-7a
Gan2 G250S G251,G310
ha-m ha-ny ha-m ha-m ha-m ha-m ha-m ha-m
7100 -15.987 0000 22987 30.124 0.013 21.123 7.263 0.264
7/2/00 19.169 0.000 16.533 11.022 0.056 14.082 12.446 28.501
713100 44,155 112,370 15.828 16.329 0.122 20,419 8815 53611
/4700 150.285 120.383 16.616 27907 0.150 39.429 6.736 24.957
TISI00 136.983 134.778 15.880 47931 0.119 0.704 15.024 64.340
7/6/00 101.516 141.985 15424 59.918 0.098 0.000 16.577 35927
7100 - 85.238 93.941 19.708 91.955 0.108 149267 14.498 -51.626
7/8/00 128.321 61.280 22.537 80.585 D.465 £9.705 9314 86.770
7/9/00 62,033 0.000 24.658 62225 0.572 0.000 13472 137.178
7/10/00 45,135 0.000 18.338 95,067 0.609 30276 11.920 27.868
7/1100 73,265 9.000 5.667 104.844 0.577 0704 11.920 42,218
71200 -43.449 101.326 3.668 £7.394 0,450 74.633 10.367 4122127
7113/00 57,265 112.656 7230 £2.830 0.502 39.479 12446 0.004
7/44/00 45.001 112301 6.379 92.141 0.454 0.000 15551 39.528
7/45/00 12903 120.222 3973 97.364 0.427 0.000 14.49% 4206
7M6/00 9311 105.363 6.836 96.413 0.443 0.600 16.050 13962
7M7/00 42,371 0.000 5082 90.792 0.496 16.808 11.920 52046
7H8/00 -85.068 0.000 4979 30.582 0.570 42245 12.945 -35.255
700 17057 0.000 5.561 77.255 0.649 0.704 12472 12317
7120/00 -32.647 108.487 6415 61.735 0.670 35.204 16.050 43.224
7121/00 70.859 164.034 1977 68.190 0.644 47174 13.999 1.195
7122400 23334 0.000 5.645 83.536 0.759 0704 11.393 116.796
7123100 -27.508 107.244 6220 74.184 0.734 13.373 7.263 67417
/24100 13949 0.000 5.701 R3.966 0.861 20.419 8815 85.451
TI26/00 3788 112.818 7120 32.799 0.900 25,347 9314 -43.i63
7/26/00 28.705 4.167 7.105 81.218 0.951 10.561 6.736 100990
7127100 -54.713 0.000 5169 73670 0475 1.408 10.367 26.941
7/28/00 12466 131.031 4.189 66.577 0.976 13.378 11.393 -79.881
72900 32,139 4.79% 5434 72870 1.077 11.969 11.920 99.084
HABO0 82150 0.000 5.385 70.825 1.121 2,112 7.263 7.30%
7/31500 -16.278 133.018 5.742 $9.937 1163 0.000 15.551 7491
B/1/00 82.871 94,673 3.584 71.258 1.108 10.561 12.446 60.233
8/2/00 91.190 205.130 8.970 92.354 1.028 19114 5.710 -36.618
83100 246 850 141.361 5,006 109.982 1.132 5633 8.815 217.521
814100 28947 14.856 6,180 122.842 1.210 0.000 15.024 92.853
B8/5/00 138987 0.000 5982 120479 1.326 0.704 8815 1724
8/6/00 -120.595 0.000 5273 107.567 1.526 8.449 8.815 -14.187
817100 73.330 106,924 3.929 76419 1439 2112 12945 -04.380
B8/8/00 63.796 168260 4.690 72,026 1291 0.000 15.004 -18.704
8/9/00 75.211 F21L213 5676 91.3%0 1.189 0.704 12.945 £6.440
8/10/00 -5.254 69.493 2.087 106.155 1.193 0,000 15.551 45.367
8/11/00 66.262 53.681 5512 98,747 1194 0.000 13.999 -8.392
8512100 -55.917 62310 2987 87.849 1148 0.000 10.594 20673
B30 48.741 31.308 5111 £1.581 1.186 3520 10.894 1719
814100 12089 0.000 5016 74255 L.189 23238 12,446 G811
BM5/00 63,600 0.000 4.i01 61.136 1.182 24.643 13472 14.816
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Remainders

Date Change in Inflow Seepage Outflow Scepuge Rain ET
Storapge Splibway Tump Pump L-7a
G302 G2305 G251,G310
ha-m ha-m ba-m ha-m he-m hitan ha-m ha-nk

8MB/00 -3a.641 0.000 51 §1.591 1.17% 0.000 14.498 34.260
8A17/00 -70.157 0.000 2784 42,6012 1.153 0.000 12,945 -15.703
8/18/00 -59.10% 0.000 4725 44.246 1.196 G000 10.804 -5.164
8/18/00 -44,824 0.000 5.123 35886 1.154 0.000 11.920 1.827
B8/20/00 -27.696 0.000 37163 357720 1.142 1748 10.894 10,030
&/21/00 -23.122 0.000 4.189 32,027 1.137 £.000 9.841 15.608
8/22/00 -32.484 0.000 48964 21692 1.250 3320 10367 0.804
8/23/00 2328 183.178 2961 36,265 0.979 £.000 11,393 -107.170
8/24/00 155.005 90.844 4.595 23378 05681 6.000 12945 59,894
8/25/00 123336 143.54) 1237 17.237 0.451 Q.000 12945 9,526
8/26/00 185910 127,943 5.165 17.147 0323 33.002 10.8%4 52.592
BAT/00 171.400 112,921 3.090) 13.966 0314 14,786 11.393 63.739%
&8/268/00 33472 42.334 4,705 17.149 0.368 2112 11.393 17.200
8/29/00 119.828 102.028 5278 9733 0.409 000 11.393 38.517
8/30/00 1419 71.561 3083 69,051 0410 0.000 3515 13.987
8/31/00 .3183 40358 4.810 116,189 0.633 2.R16 7.263 706.46)

9/1/00 34559 (000 41356 150520 0.651 0.000 14.498 69810

9/2/00 -121.104 0000 4.157 108.732 0549 £.000 14.498 1476

9/3/00 «1312.047 0.000 4,208 69,983 0.638 0,000 10367 -32.934

O/4/00 10922 0000 §.2457 50.180 0538 1.40% 11920 «10.859

9/5/00 ~28.284 0.000 4.394 52.127 0.592 62.664 K288 -31.225

9/6/00 2469 0,000 5380 54332 0.779 4,929 7462 58.355

877100 49399 47.637 5361 51.574 0.839 79.562 7263 -78.601

9/8/00 75.629 100.044 kR ¥ 77.827 0855 0.000 9841 62,398

9/9/00 66.022 124,817 4933 69264 0813 0.000 8.28% 17.945
214/00 84.127 124868 3,789 85,816 0.8 0.000 151.393 55.602
9M11/00 IR0 113.092 3.501 92,902 0.830 0.000 12.945 28.640
912/00 -17.286 H2.873 4972 52394 0.263 0000 13.472 =15.136
9/M13/00 72422 0000 S " 0.888 0.000 13.472 15.383
9/14/00 -119.363 0.000 2506 06.444 0.954 0.000 13.999 5,876
9/156/00 -112.281 0.000 3841 76.462 1.057 0.000 3841 -27.036
916/00 -22.596 59.213 5178 49,038 1.129 0.000 44657 -29.247
970N 57.748 0.000 8319 59.465 1332 112,654 3.43% 6.858
S/18/00 19866 205 954 7.355 65.853 1.327 33.092 9341 -84.813
919400 05.06% 46.992 £.806 31411 1.3728 46.470 11.393 233684
9/20/00 187.533 160.3635 4991 0.006 1.423 15490 11.393 21.649
9/21/00 09,743 95.432 6364 19.16% 1328 0.704 10.367 -137.673
9/22/00 44 551 170.749 3,944 12.843 1120 0.000 9.841 -104.631
w2300 62,729 74285 5.057 1535.014 1.161 0.000 11.393 153.690
9/24/00 -98.57% -4.837 6078 17,105 1.254 0.000 12.446 -65.437
9/25/00 -138.605 -9.532 3.085 11.830 1.359 0.000 13.999 -104.603
Sf26/00 -90.539 116.970 5899 23430 1.391 0.000 11,393 -174.077
200 -34.856 -4.120 500 14.511 147 0.704 10.804 -7.514
B2B/00 -11.127 44.511 4,042 211080 1.614 49.236 6.200 116.752
9/28/00 33236 206.938 5816 LA 1.349 1.408 6.736 -168.326
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Date Change in Inflow Seepage Outflow Seepage Rain ET Remainders
Storape SplHway Pump Pump L-Ta
G3n G2508 G251,G310
ha-m ha-m ha-m ha<m ha-m ha-m hz-m ha-m
9/30/00 219.554 i77413 6507 13.349 1334 35908 9.841 28087
10100 0416 0.0 3707 30.797 1.657 0.704 10,894 3765
107200 -82.250 0.000 5838 51315 2117 26.051 5184 «53.920
10/3/00 =16.171 0.000 1462 B3.174 3.140 123019 2079 117978
104700 350,543 0.000 26.948 236477 3767 484,413 4158 111998
10/5/00 -40.090 0.000 15473 195.316 4.466 0.704 10.894 160,950
10/6/00 -164.435 £9.295 £.067 265.867 4,519 26,051 2315 -9.618
10/7/00 -56.900 129.093 7.2285 220008 4376 9,153 11.920 41,495
10/8/00 -63.802 109.444 G447 221816 4344 0,000 10854 61.120
10/8/00 -127.352 0.000 5.637 175,199 4471 0.000 4.657 48027
10/10/00 -161.922 153454 5.380 219.759 3.934 0.000 10.804 -90.658
10/11/0 61.234 239.108 5.620 169.562 3552 0.000 10.8%4 -0.967
10/12/00 45.629 £3.007 5.684 92,108 asn 0.000 11.393 G267
10/13°00 -57.889 121 885 3.090 203214 3.451 0.000 12.446 32435
10/14/00 -11.782 90,657 5334 115.888 3505 0.000 5.841 10.785
10/15/00 -50.839 41,486 5.096 til470 3.683 .00} 11.393 26.854
10/16/00 -57.642 131,009 5.365 72706 2.245 0.G00 11.920 107870
10/1 7400 153.468 214,963 31956 17.010 2.801 0.000 12.945 -34.341
118700 127,644 106.782 6.281 123.980 2.644 Q.000 11393 153591
10/19/00 -12.998 0,000 8243 14.734 2.600 0.600 11.393 190549
10/20/00 -20.825 0.000 5.07% 14717 2.55% 0.000 9.841 1.177
10/21/00 -10.156 0.000 5.089 0.000 2.464 2816 6.736 -5.700
10/22/00 -16.439 0000 3739 2.000 2426 0.000 10.894 -7.9n1
10/23/00 -14.937 0.000 5517 .000 2.362 3520 8.288 -12.531
10/24/00 1787 0.000 5725 30,442 2363 1745 3.288 37.410
10/25/00 -4.39% 0.000 2.868 28.881 2306 1.408 12.446 3z
10/26/00 -20.570 (LK} 5569 14.548 2.291 4225 11.393 -LO44
10/27/00 «14.557 0.000) 5.282 21410 2.243 0.000 10.367 14.673
10/28/00 -3.041 0,000 3303 (L006G 2203 0.000 10.894 5.649
10/28/00 -4 510 0.000 5532 0.000 2.154 0.704 0841 ZAT3
10/30/00 -9.602 0.000 300 15.069 2.151 0.000 8.815 12.131
10/31/00 22810 0.0600 5742 14.543 2147 4704 8.815 -2.303
11/1/00 -6.640 0.000 273 13437 2081 0.704 11.393 15396
11727060 -53719 0.000 5.451 14521 2.010 6.000 G.841 16973
11/3/00 -13.149 0.000 4,152 9,393 1.952 0.000 10.367 4.659
11/4/00 -9.959 (.000 4.265 0.000 1.904 0.000 B.815 -3.048
11/5/00 ~3.641 6000 6.053 0.000 1.885 0.000 10,367 1158
11/6/00 -11.78% 0.000 3.925 14.433 1.850 000 9841 10.635
11/7/100 25755 0.000 27194 12,075 1.816 Q.000 10367 -5.129
11/8/00 4153 0.000 5.39]1 7.734 1.802 0704 10.367 11.403
11/8/00 -0.269 0.006 4,157 14174 1.726 0.000 9.841 22.020
11/10/60 -18.105 00080 4.187 2,000 1.668 0.000 7.263 -12.51%
1111400 -14.527 0.000 9.R87 0000 1634 0.000 10,367 5.7
14/12/00 «3.643 0.000 15181 0.000 1619 0.000 9.841 4579
1171340 1.061 0.000 8004 0.000 1.5% 0.00¢ 9841 11308
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Date Chunge i Indlow Seepage Cutflow Seepage Rain ET Remainders
Storage Spillway Pump Punip L-7a
Gin G508 (251,634 _
haam ha-m ha-m ha-m ha-sm ha-m hg-m ha-m

11/14/00 131 0.000 2,694 6.51} 1.543 0000 - 7.263 10.907
11/18/00 -10.294 0.000 2701 6.944 1.550 0.000 10.367 5.468
11116/00 20064 £.000 0.000 11.372 1526 0.000 10367 -0.051
11A17/00 -24.754 0.000 0.000 7.369 1.488 0.000 9.841 9032
111800 .1.857 6,000 2731 0.000 1.458 0.000 8288 4973
1119/00 £.805 £.000 2653 0.000 1373 0.000 B.815 0.547
11/20/00 £.602 8.000 2,640 10494 1.282 0.000 2578 5188
11/21/00 -15.864 6.000 2,630 10.205 1.283 0.000 9.84] 2,509
1172200 -13.681 0.000 261 7032 1.300 0.704 10367 1713
11/23/00 -5.850 0.000 2,635 0.600 1.296 0.000 8.288 1.142
11/24/00 8,595 0.000 12.843 0.000 1.286 0.000 7.263 14.572
11/25/00 3284 0.000 10951 0.000 1.280 2.816 2.578 1.768
11/26/00 18.594 G.000 8813 0.000 1.206 12674 4657 9371
11/27/00 15.346 0.000 8979 €.000 1.193 0.000 1.263 21416
11/28/00 1.301 0.000 8346 0.000 L84 0000 0314 9.431
11/29/00 8.263 0.000 9,011 2.000 1.136 0.000 4.687 11,783
11/30/00 1.102 0.000 7600 (000 1.149 £.000 U841 9,794
1271700 12083 0.000 7325 0000 1.154 £.000 5288 -65.848
12/2/00 -10.913 0.000 0,948 0.000 1.132 6.000 6.208 -5.836
12/3/00 -13.16% 0.000 8.364 0.000 L.116 6.000 7.762 -£.520
12/4/00 -3.219 0.000 9320 0.000 1.123 0.000 7.762 3419
12/5/00 -8.898 0.000 10,462 0.000 1.130 0.000 6.200 -3.839
126100 -4.933 0.000 8.742 0,000 1.169 0.000 7.263 1.161
12/7/00 +3,780 0.000 9,652 0.000 1.191 0.000 B.288 3317
12/8/00 -3.551 0.000 10.359 0.000 1.206 0.900 8.815 4.058
12/9/00 0,013 0.000 9.936 0.000 1218 0.400 1.762 6.531
12140/00 4,292 0.000 #.93% 0.000 1.252 0.000 4.158 1,386
1211400 1.447 0.000 11,387 0.000 1.260 0.704 6.209 5.692
12/12/00 -6.290 0.000 8.610 0.000 1.268 0,000 7.263 029
12/13/00 4.067 £.000 0.569 0.000 1.257 0.000 7.263 10072
12114100 © 5571 0.000 9635 0.000 1.244 0.000 7.762 0546
1214500 -1.103 £.000 8.882 0000 1274 0.000 5.736 4.269
12M16/00 34874 £.000 9,366 0.500 1224 0.000 6209 1111
12/7/00 -14.954 0.000 9214 0.000 1202 0.600 7.263 5804
12/18/00 2745 0.00D 10.526 0.000 1.166 0.000 7.762 2.340)
12/18/00 -{3.420 0.000 9.126 0,000 1.103 0.000 7.762 £.761
12/20/00 4.447 0.000 6.038 9,755 JRE 0.000 9,341 22913
12/21/00 9,596 0.000 2412 4419 1.10 a.704 1762 D780
12/22/00 -11.781 0.000 2133 0.000 1.080 1000 9.314 -3.347
122300 0,993 ¢.000 2523 0.000 1.060 000 6.209 4157
1224400 N 0.000 10.643 0.000 1.028 0.000 3,105 -1.039
12/25/00 5483 0.0 11106 0.000 1.079 0.000 5.710 10.114
12/26/00 -.165 0.000 10459 0000 1.120 0,000 6.209 4925
12/27/00 2501 62.695 10413 47459 1.114 0.000 7.263 -34.198
12/28/00 -4.029 0.000 16.856 0.008 1.006 B449 6.200 <1275
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Date Change in Inflow Seepage Outilow Scepage Rain ET Remuinders
Storage Splilway Pump Pump -Ta
G2 G2508 G251,G310
ha-m ha-m ha-m - ha-m ha-m ha-m ha-m ha-m

12/20/00 12677 0000 13.8%0 0.000 0.925 0.000 ine 17.462
12/30/00 -3.131 0000 13611 G.000 0.862 0.600 2314 321
12/31/00 -0.418 0.000 12712 0.000 0.868 0.600 92,841 £.555
111401 «71.687 0.000 12.380 G.000 0810 0.000 9.841 1.344
1201 <1819 0.600 12.657 0.000 0819 0.000 8815 4.1717
1/3/01 -5.136 0.000 12,623 0,000 G767 0.704 3.815 2,208
1/4/1 -6.598 2.000 12.356 0.000 0.786 2112 10.357 0.871
1/5/01 1.837 0.000 13.256 0.000 0.765 0.000 8815 0887
a0 -2.853 G000 12.924 0.000 0.763 0.000 9.841 6.223
7ot 5008 (000 10974 0.000 D156 0¢.000 9.841 14.173
1/8/01 -6.790 0000 13.173 0.000 0.672 6000 8515 1.353
1901 -6.028 o0 11.054 0.000 0,639 6337 9.841 -3.163
1710/01 794 0.000 11.022 4.000 0.667 0.000 G.841 17.104
171101 -3.127 0000 11.593 0.000 0.65% 0.000 §.288 2502
1120 -13.629 €000 11010 4.000 0.594 0.000 6736 9487
11301 -£.296 0.000 12,380 9.000 0.603 0000 BELS 6916
171401 -3133 0.000 11383 0.000 0.600 0.704 6.736 2297
1/15/01 <1126 G000 10).582 G.000 0.587 0000 7782 5.048
1/16/01 -1.615 0.600 12.564 G000 0.574 0.704 9.841 6.948
1M -4.976 0.000 10.345 0.000 0.566 0.000 3,288 2746
118401 -2.058 $.000 12420 0.000 0.587 Q.00 7.762 5116
119/01 1.72% 0.000 9.855 0.000 0.327 G.000 2841 11039
1/20/01 -0.403 0.000 117134 0,000 0456 3.449 2578 -15.733
1/21/01 1.8 0.000 10411 0.000 0479 Q000 10367 27.105
1/22in 1.437 0.000 10,247 0.000 0.462 16.898 0527 -15397
123 2610 0.000 5.504 4.563 0.495 0.000 9314 15902
1/24/01 1.196 (000 9.657 0.000 0.406 0.000 10.367 17.697
1/25/01 «13.621 G.000 §.899 0.080 0477 0.000 10.894 «3.205
1/28/01 -1.938 0.000 3.685 §.512 0.475 0.000 9314 15413
172401 -14.958 0.000 7303 0.000 0.470 0.000 7.263 -B.166
1/28/01 -1.416 0.000 9.386 0,000 0.431] (L0 8815 G218
1/29/01 -3.572 0000 - Mnz 0.000 0.466 0.000 9.841 5.803
1/30/01 -11.630 0.000 10.247 0.000 0433 0.000 5,184 6930
1/31/014 -5.212 0.000 8353 0.000 0.400 0104 10357 4.042
211701 *3.740 0.000 7303 0.000 0.374 0.000 10.367 6.209
2/2/01 =5.809 0.000 $.313 0000 0.339 QL.0G0 5815 2.667
2/3/01 -0.676 0.000 9.794 0.000 0.356 0,000 7.263 6.230
24701 -13.207 0.000 6393 0.000 £.300 0.000 8.288 5219
251 -8.908 0.000 5.443 0.000 0.311 0.000 58200 -3.010
216101 -5.490 0.000 6,043 0.000 0.286 €.000 10.894 5113
27101 -9.895 0.000 5745 0.000 0.250 2,000 10.367 0222
2/8/01 -10.751 0.000 4,500 0.000 0.238 0.000 H).894 -0.0094
21901 -14.453 0.000 7707 0.000 0.214 0.000 R.815 -5.363
2/10/01 -$2.850 G000 8.106 3,000 0192 0600 9.841 -3.201
2M11/01 -1.574 0.006 10.134 G.000 0.183 0.600 6.736 -1.020
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2

Date Changz in Enflow Scepage Ouitflow Seepage Rain ET Rematnders
Storage Bpillway Pamp Pump L-7a
Gy G2508 (i251,G310
hi-m ha-m ha-m ha-m ha-m bha-m ha-m ha-m

2/12/01 5,942 0.000 6.980 0.000 0.157 0000 10.894 4796
21301 -0.820 (.000 3.237 0.000 0122 0.000 9.84] 0101
214504 <15.340 0.00C 5777 0.000 0.070 0.000 10.367 -5.043
2M15/01 -11.923 ¢.000 10.036 0000 0047 0000 10.8594 -1.075
216/ -7.143 0.000 2803 0.000 0.019 2.112 0841 0.566
217 -22.132 00.0060 7.944 0.000 0000 0.000 9.314 -12.818
21801 523 (100K 8.297 0.000 0.000 (000 815 17.338
21901 -2.223 0.500 8.378 6.000 0000 6.000 9.341 7018
212001 -17.869 0.000 $.750 0.000 0.000 £.000 8.288 -9.581
2/241/01 -17.211 0.000 5.121 0.000 0.000 4.000 10.367 «5.844
2z -19.316 0600 63719 0.000 0.000 {000 10.367 <8949
2/23/01 ~14.170 0.000 6702 0.000 0,000 0.000 9.314 -01.B56
2724/01 -1.567 0.000 54975 0000 0.000 0.000 11.393 9.826
212501 -21.68D 0.000 5072 0.000 0.000 0.000 9.84]1. -11.848
226/ -22.096 0.000 5902 0.000 0.000 4.000 10.894 -11.202
227N 12995 0.000 4986 0.000 0.000 G.000 11.393 -1.602
22801 -24.108 0.000 4,881 0.000 G000 0.000 10.894 -13.215
anm -13.9407 0.000 5177 0.000 0.000 0.000 11.393 -2.514
2o 10T 0.000 6.437 0.000 0.000 0.000 9.841 -0.876
3 -12.014 0.000 4,519 0.008 0.000 G.000 10.367 ~1.647
34701 -25.460 0.000 68.536 0.000 0,006 11.569 9841 -27.589
35/ 537 .00 4.659 0.000 0.000 0.000 12446 -42.571
6/M =16.977 0.000 4.607 0.000 0.000 0.000 14.498 -2.480
7 £.732 0.000 5.089 €.000 0.000 0.000 14.498 13. 700
aB/m 8.082 0.000 5.287 0.000 G.000 0,000 13999 22.080
a9/ -8.806 0.000 4712 0.000 G000 0.000 13.909 519
10/ -8.912 0,000 4,056 0.000 1000 0.000 53710 -3.202
311 -10.156 0.000 4,580 0.0HK} G.000 0.600 10.894 0.738
a2 -3.969 0.000 4.551 008K} G000 0,600 11.920 1951
clakeliagi -32.969 0.000 6711 0.000 G000 0.000 12.446 -20.523
314101 -12.847 0.000 4.000 0.000 6.000 (.000 9841 -13.006
I15/01 9519 0.010 7.384 0.000 0.000 0.000 %.815 0,704
318/01 «13.823 ¢.000 7338 0.000 0.000 0.000 8815 «3 0K
3T 2825 0.000 78935 0.000 0.000 47,174 1.762 -30.588
3180 40935 0000 1.768 0.000 0.000 3449 6.200 38.695
319101 31,584 0.0} 9784 0.000 0.000 71.817 1.552 -38.331
320/01 25862 0.000 10.998 8.000 0.017 0.000 14.498 40.343
3211 -18.550 10473 8.067 0.000 0.000 0.000 10.894 -18.329
2201 -3.248 24.903 7.820 0.000 0.000 0.000 15024 -13.126
231 31.35t 25,177 2735 0.000 0.000 0.000 15.551 21.726
/24101 21,984 25.135 7.440 0.000 0.000 0,900 14.498 11.346
28/ 12,243 25,025 7.000 (000 0.000 0,000 15.024 2.243
3/26/01 10,239 25.R%6 7.908 0000 $.000 0.000 13472 B et
27N 17.020 25869 7582 0.000 4000 1.40% 11.393 1136
A28/ 18443 25412 6.748 0.000 6.000 0.000 11.393 4424



VRemaindm

Date Change in Inflow  Scepage Outflow Seepage Rain ET
Storage Splilway Pump Pomp L-Ta
G302 G2508  G25LG30
ha-m ha-m ha-m ha-m ha-m ha-m _ ha-m ha-m
2901 10.005 25338 8.723 0.000 0.008 59,143 10.804 63.590
30 87.649 199,820 6.929 32333 0.043 0.000 4.657 75224
3o 188.791 166.761 5711 161.618 0.087 0.000 12.945 196.504
4101 97.200 46.042 6.393 149,132 0.043 0.000 16.050 21887
4/2/0 -15.123 0.000 13.908 42.291 0.050 0000 16577 43.689
4/3/01 45.879 0.000 16.882 35.321 0.038 5,000 16.577 5.979
4/4/01 -51.805 0.000 .263 9077 0.024 0,000 13.999 -28.843
4/5/01 6.060 0.000 2011 0.000 0.025 0.000 12.446 6.362
4/6/01 4023 0.000 7465 0.000 0.023 0.000 11.920 1873
4/7/01 -19.323 0.000 10518 0.000 0.012 0.000 11.393 -7.942
4/8/01 -16.101 0.000 8004 0.000 0.004 0.000 14.498 -1.607
48/01 21.271 11000 2134 0.000 0,000 0.000 15.024 6347
4/110/01 <25.751 0.000 0.000 0.000 0.000 0.000 15.024 -10.727
4111109 20,362 0.000 13.227 0.000 0.000 0,000 12945 7417
412101 7021 0.000 12,045 0.000 0.000 0.000 13472 6.451
41 .24.270 0.000 G445 0.000 0.000 0.000 12.045 -11.325
414101 224,135 0,000 7.448 £.000 0.000 £.000 16.050 8,086
4115/01 22,589 0.000 9,488 0.000 0.000 0.000 12.446 -10.142
4/16/01 225,914 0.000 7274 0.000 0.000 0.000 14.498 41417
417/01 -21.3%9 .000 8732 0.000 0.000 0.000 16,050 -5:849
4/18/01 -19.151 2000 5510 0.000 0.000 0.000 16.050 -3.102
4/18/01 -12.520 G000 5.553 0.000 0.000 0.000 13.472 0.952
4/20/01 .15.435 0.000 6.949 £.000 0.000 0.000 13472 -1.963
42101 20.726 0.000 7724 0.000 0.000 0.000 12.948 -7.781
4/22/01 -15.687 0.000 5.446 0.000 0.000 0.000 13.999 -1.688
4/23/01 -20.581 0.000 6222 0.000 0.000 0.000 12,446 8135
4/24/01 224338 0.000 47N 0.000 0,000 0000 15024 9.314
4/25/01 -2.366 0.000 7.005 0.000 0.000 33.796 13.999 22,164
4/26/01 30.815 0000 5117 6.000 0.000 1.408 11520 41.326
427/ 0.614 0000 4908 0.000 0.000 0.000 14.498 4.884
4/28/01 -8.851 0.000 5.591 0.000 £.000 0.000 11393 2543
429/ -2.338 42.678 5.740 0.000 0.000 0.000 3.631 -41.384
430/ -43.909 0.000 2877 28.534 0.000 1.408 5.184 -11.600
5/1/01 31,821 0.000 0.000 0.000 0.000 2816 10.894 19.899
5/2/01 5518 0,000 0.000 0.000 £.000 0.704 13.999 7776
. 530 -10.976 0.000 7.015 0.000 0.000 1549 10.894 -15.572
5/4/01 23,635 0.000 4928 0.000 0.000 28.164 11,393 6.865
5/5/01 4378 0,000 5764 0.000 0.000 0.000 17.103 12,726
5/6/01 -21.357 .000 4.583 0.000 0.000 0.000 16.050 5,307
57701 -16.283 0.000 3.920 0.000 0.000 D.000 14.49% -1,785
8/8/01 8436 0,000 5476 0.000 0.000 0704 12.446 1306
8/9/01 -15.068 0.000 2476 0.000 0,000 0.000 16.050 0.982
5/10/01 20579 16.504 4.245 0.000 0.000 0.000 13472 .23.701
5/11/01 10,627 28.788 4470 0,000 0.000 0.000 17.103 22312
8/12/01 -16.842 26532 2662 0.000 0.000 0.000 16577 26,788
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Date Change in Inflow Seepage Outflow Scepage Rain ET Remsinders
Sforage Spillway Punip Pomp
G2 2805 G251,G310
ha-m ha-m hu-m ha-m ha-m ha-m ha-m ha-m
51301 -5.830 22847 3,410 0.000 0.000 0.000 16.577 -12.161
51411 -1.123 18.416 3.000 0.000 0.000 0.000 16.030 -3.489
5H5/01 -2.240 0.000 2975 0.000 0.000 0.000 15.551 13311
BA8/01 15759 0.600 2814 6.000 0.000 6.000 16.050 0.291
sA7I01 18571 0,600 2924 0.000 0.000 0.000 16,577 -2.394
5/18/01 20,824 0.000 2510 0.000 0.000 0.000 16,571 4247
5/18/01 -15.491 0.000 0.000 0.000 0.000 0.000 16.577 1.08%6
5/20/01 -14.170 0.000 0.000 0.000 0.000 0400 12.945 -1.22%
5/21/01 -22.404 (.000 2811 0.000) 0.000 0.000 12.045 9,439
8/22/01 21,401 0000 6,000 0.000 0.000 4225 9.841 -15.785
sR01 7,159 0.000 0.000 0.000 0,000 12,674 5.184 -14.649
5/24/01 2448 0.000 0.000 0.000 0.000 0.000 15.024 12.576
B/25/01 -15.597 0.000 0.000 0.000 0.000 15.400 7.263 231825
5/26/01 85.040 0.000 0.000 G000 0.000 61.256 8288 32073
8127104 6348 0.000 0.000 0.000 0.000 4.929 7762 9.181
BI28I01 -5.883 0.000 0000 0.000 0.000 0.000 7.263 1.380
5/28/01 9,642 0.000 0.000 0.000 0.000 11.969 10.894 -10.718
B730/01 3,462 0.000 0.000 0.00¢ 0.000 0.000 12.446 B84
513101 -14.692 0.000 0.000 0,000 0.000 0.704 12.945 +2.451
811/ -13.248 0.000 0.000 0,000 0.006 2816 12.446 3618
&/2/01 -10.808 0.000 0.000 0,000 0.000 0.000 11920 1118
8/3/01 -13.577 0.000 0.000 0.000 0.000 0.000 9.341 3.73%
a/4/01 -2.010 33.307 0,000 0.000 0.000 0.000 12.945 50,272
f/6/01 -1.661 §5.699 0.000 0000 0.000 8.449 10,804 -64.015
B8/8/01 25.013 64.573 0.000 0000 0.000 4929 9.841 -34.44%
87701 101.609 17.472 0.000 0.000 0.000 99.276 6.200 -8.930
6/8/01 126231 52320 0.000 0.000 0.000 0.000 16,050 89960
B/8/01 50,861 0.000 0.000 0.0 0.000 11.265 15.024 54.620
6/10/01 82.590 0.000 0.000 0,000 £.000 0.000 16.577 25.167
6/11/01 -3.047 2.000 0000 0.000 0.000 0.000 16577 13.530
8/12/01 -B.400 0.000 0:000 0.600 0.000 2112 16.577 5.966
&/13/01 -12.484 3000 0000 0,000 0.000 0.000 13.999 1515
614401 -14.921 .000 0.000 0000 0.000 0.704 11.920 3708
8/15/01 -5.165 0.000 0.000 0.000 0.000 10.561 12.446 -3.230
&16/01 -9.046 0.000 0.000 0.000 0.000 0.000 15.551 6.505
817/01 16919 0.000 0.000 0.000 0.000 0.000 12.446 4472
61801 -11.666 0.000 0.000 0.000 0.000 0,000 12945 1280
6/19/01 -12.982 0.000 0.000 0.0600 6000 1408 15.024 0.634
8/20/01 -16.064 0.000 0.000 0.000 0.000 0.000 9314 -£.750
8/21/01 -16.640 0.0 0.600 0.000 0.000 16.194 10.894 -15.940
82201 23537 6.000 0.000 0.000 0.000 35.008 B.R15 -3.556
6/23/01 38.206 0.000 0.000 0.000 0.000 36.613 B8 10,498
&/24/01 25.152 0.000 0.000 £.000 D.000 51.398 13.999 12,248
6/25/01 2511 37.048 0.000 0.000 0.000 0.000 11.920 0.642
6/26/01 0414 57.662 0000 0.000 6.000 0.000 12.045 5303

34



Date Change in Tnflow Scepage Outflow Seepage Rain ET Remainders
Storage Spillway Fump Punp L-Ta
G302 G508 G251,G310
ha-m ha-m ha-m  ham ha-nt ha-m ha-m ha-m

e/27 100.482 10.139 £.000 0.000 0.000 118.991 5710 «22.93%
&/28/01 143.950 189.640 0.000 0.000 0.025 26.051 2315 62951
er2a/01 2237707 110,163 0.000 28602 0.018 0.000 16.050 158.178
&0/ 50804 0.000 0.000 0.000 0.000 0.0060 15.024 65919
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